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891

RUST ZAPPER

Biodegradable Non-Hazardous Rust Remover

PRODUCT DESCRIPTION

891 Rust Zapper is a safe and easy to use, rust
remover that is biodegradable and non-hazardous.
It contains a chelating agent and pH stabilizer

that is water soluble. The product can be safely
disposed of once the product has reached its point
of effectiveness. Metal parts or tools can be put in
the Rust Zapper solution to soak for a few minutes
or overnight depending on the severity of the rust.
The product can be used multiple times and can be
kept in a closed container for future use. 891 Rust
Zapper has a distinctive blue color that turns green
when the product is working to remove the rust.
Exposure to 891 Rust Zapper will not harm rubber,
plastic, or painted surfaces.

891 Rust Zapper is available in Gallon Containers,
Five Gallon Pails, and 55 Gallon Drums.

BENEFITS

= Removes rust from iron or steel surfaces
= Used for short term corrosion protection
= Safe to use

= Biodegradable

= No disposal problems

= Near neutral pH

APPLICATION

891 Rust Zapper is designed to be used as a
dip. Rusted parts should be immersed in full
strength Rust Zapper for 30 minutes to 24

hours depending on the severity of the rust. As
rusted parts are put in the Rust Zapper solution
the color will change from blue to green. The
Rust Zapper can be used to clean parts until

the solution is weakened to a point where it is
no longer effective. Rust Zapper will not harm
plastics, wood, or rubber and can be used
effectively on nonferrous metals. Use to remove
rust from hand tools, gardening tools, engine
parts, or other ferrous metals. Reusable multiple
times. Can be used to remove light to heavy rust.

TYPICAL OBSERVATIONS

Form Liquid
Color Blue
Odor Mild
Specific Gravity @ 77°F (25°C) 1.16
Density, Ib/gal @ 77°F (25°C) 9.73
Flash Point, ASTM D-92 None
pH 5-7
Suspended Solids Nil
Sulfates Nil
Solubility in Water Complete
Shelf Life (unopened container) Two years

RELATED PRODUCTS

720 Outside Preservative

740 Rustless Outside Preservative

741 Rust Stop Rust Preventive

898 Wonder Base

900 Wonder Rust Remover and Primer

900N Wonder Clear Rust Remover and Primer

905 Rust End Rust Converter

935 Rust Inhibitor

937 Rust Inhibitor and Stabilizer for Water
Blasting Systems
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WARRANTY Because the conditions of use and the supervision of
application are beyond our control, we assume no liability for any
product failure or other damage beyond the purchase price of the
material furnished by us. No agent, representative, or employee of this
Company is authorized to change this provision, which relates to all
goods delivered, whether sold, delivered as samples, or otherwise.

Made in U.S.A.

OIL CENTER RESEARCH INTERNATIONAL, LLC

*Registered trade name of Oil Center Research, Inc.
The product information and specifications listed in this

Each user should independently determine the suitability of this product

based on their specific application.

106 Montrose Ave. | Lafayette, LA 70503 USA
(337) 993-3559 | info@liquidoring.com

publication are constantly being updated to keep up
with government regulations and technology changes.
Please visit our web site, www.oilcenter.com, or
contact your Account Representative for the most
current information relating to this product.



